
MEGAMAN®145

Outdoor Lighting • Surface and Spike Mounted

MEGAMAN® TEKA

Applications
• Gardens
• Driveways
• Small lanes

Designed for outdoor application, MEGAMAN® TEKA features IP66 protection with rust-free 
finishing for a spike-mounted solution. MEGAMAN® TEKA is an integrated LED spike-mounted 
luminaire with built-in driver, it is perfect to replace conventional spike-mounted luminaires. 

MEGAMAN® TEKA offers a flexible 180° tilt angle for directional lighting. It is made of an extra 
lightweight and durable polycarbonate material, it offers visual comfort with minimal glare. 

Features
• Integrated LED with built-in driver which facilitates easy installation and maintenance
• Flexible tilt angle of 180° for directional lighting
• Offers visual comfort with minimal glare
• With IP66 protection, perfect for outdoor application
• Glare shield and spike are available for different applications
• Made with extra light-weight and durable polycarbonate material
• Rust-free finish



MEGAMAN® 146

Outdoor Lighting • Surface and Spike Mounted

MEGAMAN® TEKA
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Model No. Voltage 
(V)

Wattage 
(W)

Luminous
Flux (lm)

Luminous 
Efficacy (lm/W)

Dimension (mm) Max. Luminous 
Intensity (cd) 
[Beam Angle]

Colour Temp. [CRI] Rated Life 
(hrs)

Materials Weight (g)

F03500SP 220-240 10.5 700 67 W130 x Ø100 x H476 520 [60°] 3000K / 4000K [Ra80] 25000 Polypropylene 
compound 603
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i Integrated LED luminaire




